
•	 Full	performance	in	one	screw	compressor,		
	 convenience	and	save	space
•	 Pluck	and	play
•	 Compact	and	quiet
•	 Intelligent	control	system
•	 Fault	detection	and	protection	of	micro-computer	controller
•	 Low	energy-costs	thanks	to	highly-efficient	operation
•	 Less	maintenance	and	operation	cost

BCM 5-IN-1 AIR COOLED ROTARY SCREW AIR COMPRESSOR 
WITH AIR TANK, DRYER, AIRLINE FILTER & TIMER DRAIN
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BCM 5-IN-1 AIR COOLED ROTARY SCREW AIR COMPRESSOR 
WITH AIR TANK, DRYER, AIRLINE FILTER & TIMER DRAIN

BCM 5-in-1 Air-Cooled Rotary Screw Air 
Compressor  Technical Specification

Model BC-7DT BC-10DT BC-15DT BC-20DT

Motor Power
KW 5.5 7.5 11 15

Hp 7.5 10 15 20

Free Air Delivery (m³/min)  / 
Discharge Pressure (bar)

8 bar 0.75 1.10 1.50 2.30

10 bar 0.60 0.90 1.30 2.10

13 bar 0.45 0.70 1.10 1.90

Noise (dB(A)) 62±2 64±2

Cooling Mode Air Cooling

Starting Method Direct Starting Y-∆ Starter

Drive Type      Multivee Belt

Dimension (mm)

L 1900

W 730 803

H 1520 1630

AL 535 666

AW 480 601

Tank Volume 270 Litre

Total Weight (kg) 410 425 475 540

Lubricant (L) 3.7 10

Air Outlet Pipe Ø½’’ Ø¾”

BCM 5-in-1 Refrigerated Air Dryer Technical 
Parameter List

Model AH-7SG AH-10SG AH-15SG AH-20SG

Ambient Temperature ≤ 35°C

Air Inlet Temperature ≤ 60°C

Cooling Mode Air Cooling

Air Flow (m³/min) 1.00 1.50 2.00 2.50

Compressor Power (KW) 0.32 0.43 0.51 0.73

Air Inlet Pressure (MPa) 0.4 - 1.3

Pressure Loss (MPa) ≤ 0.02

Dew Point (°C) 2 - 10 

Pipe Diameter Ø½" Ø¾''

Dimension (mm)

L 700

W 390

H 730

Weight (kg) 40 50 60

H
AW

L
W

AL

H

W

L


